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1. THIS DRAWING IS THE SOLE AUTHORITY FOR THE BASIC FORM, LOCATION, ORIENTATION, AND DIMENSIONAL
gHéRACCTEI'\EI)STISCS OF ALL DESIGN FEATURES IN ADDITION TO ALL MECHANICAL, THERMAL, AND ELECTRICAL INTERFACE
PECIFICATIONS.

2. PRECAUTIONARY PACKAGING, HANDLING, PROCESSING, AND INSTALLATION PROCEDURES SHALL BE USED TO PREVENT
DAMAGE FROM ELECTROSTATIC, ELECTROMAGNETIC, AND OTHER ENVIRONMENTAL FIELD FORCES.

3. HEAT SPREADER MATERIAL: ALUMINUM 6061-T651 ALLOY OR EQUIVALENT
4. HEAT SPREADER FINISH: MIL-DTL-5541 TYPE Il, CLASS 3 (CHEM FILM)

5. ASSEMBLY MASS: TBD

6. TWO MOUNTING CONFIGURATIONS ARE POSSIBLE:

PRIMARY) USING WEDGELOCKS. RECOMMEND USING A MODIFIED PN: EN265-3.30T2K FROM SCHROFF. SWITCH SPLIT
LOCK WASHER FOR FOD CONCERN.

SECONDARY) SIDE MOUNTING WITH USING 4X #2-56 THREADED HOLES PER SIDE
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EDGE PAYLOAD PROCESSOR CONNECTORS
REF. DES. PART NUMBER MANUFACTURER DESCRIPTION REC MATING CONN PN MATING CONN MANUFACTURER
A Ji GMR7590-3752BSU GLENAIR POWER/SERIAL INTERFACES MWDM2L-37P¢éK7-18M (TBC) GLENAIR
J2 MWDM2L-9SCBRR3T-.125 (TBC) GLENAIR 1 GBE MWDM2L-9P6K7-18M (TBC) GLENAIR
J3 2102061-1 TE CONNECTIVITY MEZZANINE CONNECTOR 2102060-1 TE CONNECTIVITY
J4 21020611 TE CONNECTIVITY MEZZANINE CONNECTOR 21020601 TE CONNECTIVITY
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